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PL 2600 S W
Product PL 2600 S W
description Safety test lead with dual function safety test probe. Tip for penetration of

oxide layers and 4 mm diameter pin for insertion into sockets. 4 mm
diameter safety connector with right-angled outlet.

operating instruction BA452
article-no. / 9341581xx
*colour
00 01
black red
drawing
p Grifbereich
-~ handling area

technical data

rated voltage

AC/DC 1000 V

measurement cat. acc. to IEC 61010

CATII

rated current
(consider derating curve)

4 mm safety system

16 A

material plug

brass, nickel plated

housing material

PA, PP

temperature range acc. To IEC61010%

-15°Cto +70 °C

inflammability class acc. to UL 94 HB
(only valid for basic material of housing)

cable length 100 cm
conductor size 1 mm?

Weontact the manufacturer for applications at deviating temperature ranges

Pulsotronic GmbH | Neue Schichtstrale 14 | 09366 Niederdorf | Germany | +49 (0)37296 930-100 | info@pulsotronic.de | www.hirschmann-testmeasurement.com

1/2




HIRSCHMANN

\> Test & Measurement

stand : November 13, 2025 5:59 PM

Pulsotronic GmbH | Neue Schichtstrale 14 | 09366 Niederdorf | Germany | +49 (0)37296 930-100 | info@pulsotronic.de | www.hirschmann-testmeasurement.com

2/2


http://www.tcpdf.org

